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IYUNG INTERSECTION DETECTOR LOOPS WILL BE REMOVED BY OTHERS DURIYAPTHE
MADISDMLSTREET RESURFACING PROJECT PRIOR TO CONSTRUCTION, DETECESN LOOPS SHALL RESTORATION OF WORK AREA
BE REPLABEQ WHERE INDICATED BY PLANS, FFIC SIG RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE INCIDENTAL TO THE RELATED
e, PAY ITEM SUCH AS CONTROLLER, CONDUIT, MANDHOLE, TRENCH AND BACKFILL, ETC., AND
2. THE CONTRACTORRGH TRACER CABLE PROPOSED NO EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES SUCH AS
THROUGH THE EXIS MG D DL TALEN KoM , T = SHOULDERS, MEDIANS, SIDEWALKS, BRICK PAVER, PAVEMENT, ETC. SHALL BE REPLACED
A A ot 1 Db S T g CONTROLLER = IN KIND. ALL DAMAGE TO MOKED LAWNS SHALL BE REPLACED WITH AN APPROVED
CONTRACTOR SHALL PUSH NEWRES 12 IATE i;zEE,Panggzgaggég g;rg‘gg HANDHOLE $0D, IN ACCORDANCE WITH STANDARD SPECIFICATION.
ENGINEER, ADJACENT TO THE EXTSGY 14D PULL TH HEAV
carg.«ﬁn TRACER CABLE THROLIGH RWE NEWSCONDUIT. IF THE EXISTING CABLE IS EAVY DUTY HANOHOLE &
DAMAGED, THE CONTRACTOR SHALL RE WE DAMAGED CABLE AND REPLACE, IN KIND, DOUBLE HANDHOLE &Rl
WITH NEW CABLE. G.S. CONDUIT IN GROUND (CIG) i __N_A"*%.LSQES SATE ILLINGIS DEPARTMENT OF TRANSPORTATION
3. THE CONTRACTOR SHALL P oPTFchE;%%% %N& E}F;A%%QI Y&%EEAST DETECTOR LOOP 1 ) )
THROUGH THE EXISTIN AU 141
AVENUE AND RIDGE DRAGED PRIOR TO THE START UNIT DUCT w FOR INFORM AT]ON MADISON STREET
; CONDUIT OF THE SYSTEM s INTERCONNECTION PLAN
ADEQUATE RQIHE EXISTING CONDUIT O NLY
D TRACER CABLEY ouc:;eug’ ﬁ'fﬁ INTERSECTION » STRAND
#7 IF THE EXISTING CABLE IS DAMAGED, CONTRAC STRAND
(CED CABLE AND REPLACE, IN KIND, WITH NEW CABLE. STAINLESS STEEL JUNCTION BOX ENGINEERS —
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